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GENERAL NOTES
DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL
CONFORM TO THE PERTINENT REQUIREMENTS OF THE STANDARD
SPECIFICATIONS AND THE APPLICABLE SPECIAL PROVISIONS.

1"

(WHITE OR YELLOW)
3" X 6" TYPE H

REFLECTIVE SHEETING

6"

REFLECTOR
SPACING LOCATION

START AT BEGINNING OF RAMP TAPER
AND END AT END OF RAMP TAPER

100'  C-C RAMPS

400'  C-C MAINLINE
*

*

6 6

S
D

D
S

D
D

15A
04 - 07a

15
A

04
 - 

07
a

SDD 15A04-a  Flexible Delineator Post

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE STATE SIGNING AND MARKING
ENGINEER

/S/

FHWA

FLEXIBLE DELINEATOR POST

November 2021 Matthew Rauch



.

.

.
.

.
.

.

.

.

. . .

.

.

.

. .

.

.
.

. .

.

.

.

.

.
.

.

.

.

.

. .

.

.
.

.

.
.

.

.

.
.. .

.

.

.
.

.
.

.

.

.

.

.

..

.

. .

.

.
.

.

.
.

. .
.

.

.

.

.

.

.

..

.

..

. .

.

.

.

.

..

.

.

.

.

.
.

.

.

.

.
.

.

.

..
.

.

.

.

. .

.

.

.

.

.

.

.
.

.
.

.

.

.

.
.

.

.

TR
AF

FI
C

D
IR

EC
TI

O
N

TR
AF

FI
C

D
IR

EC
TI

O
N TR

AF
FI

C
D

IR
EC

TI
O

N

TR
AF

FI
C

D
IR

EC
TI

O
N

TR
AF

FI
C

D
IR

EC
TI

O
N

REFLECTOR SPACING TABLE
REFLECTOR

SPACING
MINIMUM NUMBER
OF REFLECTORS

100'  C-C 3

LOCATION AND AIMING DETAILS FOR BARRIER WALL DELINEATOR
MOUNTED ON CONCRETE BARRIERS

SIDE VIEW
DOUBLE BARRIERS IN MEDIAN

TOP VIEW

SIDE VIEW
MEDIAN BARRIER

SIDE VIEW
TO RIGHT OF TRAFFIC FLOW BARRIER WALL DELINEATOR

BARRIER WALL DELINEATOR
MOUNTING DETAIL

TOP OF WALLTOP OF WALLTOP OF WALL

TOP VIEW TOP VIEW

5°

5°

C

BARRIER WALL DELINEATOR
WITH YELLOW TYPE H

REFLECTIVE SHEETING

L

BARRIER WALL DELINEATOR
WITH YELLOW TYPE H
REFLECTIVE SHEETING
(TYPICAL FOR MEDIANS)

BARRIER WALL DELINEATOR

BARRIER WALL DELINEATOR
WITH YELLOW TYPE H
REFLECTIVE SHEETING,
BOTH SIDES
(TYPICAL FOR MEDIANS)

BARRIER WALL DELINEATOR
WITH WHITE TYPE H
REFLECTIVE SHEETING
(TYPICAL FOR RIGHT
SHOULDER INSTALLATIONS)

1 7 8"

2 - 3 8" DIA. STAINLESS STEEL STUD BOLT, NUT AND
WASHER WITH MECHANICAL WEDGE ANCHOR

MIN. COMBINED PULLOUT STRENGTH = 4500 LBS

5°

4"

5°

4"

TO
P

L 4" X 4" X 14" X 31
2" LG

C L

7
16" R.

TO
P

1"

C

2 12"

L

1 12"

TO
P

C

1"

L BA
R

R
IE

R

3" X 3" TYPE H
REFLECTIVE

SHEETING ON
ALUMINUM

BRACKET

4"

4"

7
16" DIA.HOLES (TYP.)

NEOPRENE RUBBER
SHEET GASKET
 18" X 3 3 4" X 4 14"

 NEOPRENE RUBBER
SHEET GASKET
 18" X 3 3 4" X 4 14"

6 6

S
D

D
S

D
D

15A
04 - 07b

15
A

04
 - 

07
b

SDD 15A04-b  Barrier Wall Delineator with Reflective Sheeting

STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

APPROVED

DATE STATE SIGNING AND MARKING
ENGINEER

/S/

FHWA

BARRIER WALL DELINEATOR
WITH REFLECTIVE SHEETING

November 2021 Mattew Rauch



GENERAL NOTES
.

. .

.

.
.

.

..
.

.

.
.

.
.

. .

. .

.

.
..

.
.

.

.
.

.

.
. . .

.
..

.
.

.

. .

.

.
.

.

..
.

.

.
.

.
.

. .

. .

.

.
..

.
.

.

.
. . .

.
..

.
.

REFLECTOR
SPACING LOCATION
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DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO THE
PERTINENT REQUIREMENTS OF TEH STANDARD SPECIFICATIONS AND THE APPLICABLE
SPECIAL PROVISIONS.

DELINEATORS SHALL BE PLACED AT A CONSTANT DISTANCE FROM THE EDGE OF
THE SHOULDER FOR THE LENGTH OF THE INSTALLATION.
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DETAILS OF CONSTRUCTION NOT SHOWN ON THIS DRAWING SHALL CONFORM TO THE PERTINENT REQUIREMENTS
OF THE STANDARD SPECIFICATIONS AND THE APPLICABLE SPECIAL PROVISIONS.

SURFACE MOUNTED BASES SHALL BE FURNISHED IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS TO
BE  COMPATIBLE WITH FLEXIBLE TUBULAR MARKER POSTS TO A SIZE AND SHAPE THAT WILL PROVIDE A STABLE POST
FOUNDATION WHEN SECURED TO THE PAVEMENT.

THE ASPHALTIC ADHESIVE OR BUTYL PAD FURNISHED SHALL BE IN ACCORDANCE WITH MANUFACTURERS
RECOMMENDATIONS, UNLESS DIRECTED BY THE ENGINEER TO USE BOLTS.

REFLECTIVE SHEETING SHALL FOLLOW THE REQUIREMENTS IN THE APPROVED PRODUCTS LISTING FOR SIGN SHEETING.
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Version 7 Standard Detail Drawing 15A4 (sheet a-e) November 15,2021 
Delineator and Delineator Post 

References: 
Traffic Engineering, Operations and Safety Manual (TEOPs) 3-6-1, Delineators 
https://wisconsindot.gov/Pages/doing-bus/local-gov/traffic-ops/manuals-and-standards/teops/default.aspx 
MUTCD 2009 Chapter 3 

Bid items associated with this drawing: 
ITEM NUMBER DESCRIPTION UNIT 
633.0100 Delineator Posts Steel ................................................................................ EACH 
633.0200 Delineators Flexible.................................................................................... EACH 
633.0500 Delineator Reflectors .................................................................................. EACH 
633.1000 Delineators Barrier Wall ............................................................................. EACH 
633.5350 Markers Permanent Flexible ....................................................................... EACH 

Standardized Special Provisions associated with this drawing: 
STSP NUMBER TITLE 
NONE 

Other SDDs associated with this drawing: 
NONE 

Design Notes: 
Please reference Table 3F-1 from the 2009 MUTCD for delineator spacing on horizontal curves. Any curve 
that uses chevrons shall not have delineators. 

 
 

Contact Person: 
Jeannie Silver (608) 246-5408 

https://wisconsindot.gov/Pages/doing-bus/local-gov/traffic-ops/manuals-and-standards/teops/default.aspx
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